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UL Tube(black) Part Material . uL
~DIA 0.60£0.1 S Name SPEC Typé Supplier Number
DRWW6*13 NiZn Zhongshan Jiaxin Electronic Co Ltd N/A
Core (B=2.5)
220 Typ 17.0 Max 22.0 Typ—| Copper 155°C | Elektrisola Hangzhou Co Ltd E258243
/ Wins 2UEW-F
Orthographic view
Tub RSFR.H/B00V 125°C ShenZhen Woer Heat-shrinkable Material Co Ltd E203950
ube -
Wloo Max
/ Recommended Soldering Temperature Graph.
Top view Stereogram
B A— 260°C
REMARK: 245+3°C——— /N ___

1. Products need thermal shrinkable sleeve.
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Inductance ) Pre-heating 150~180°C,90s+30s
1KHz,0.25V DC RS Rated Current
S’-F. S-F Heating above 220°C,30s-60s above 240°C,30s Max
390uH£10% 0.772Q Max 330mA Peak temperature 245°C+3°C 260°C,10s
_ Cycle of reflow 2 times 2 times

***Operating Temperature: -40°C~+125°C.

(Temperature rise included)
***Storage Temperature : -40°C~+125°C.
***Storage Humidity:RH10%~70%.
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